
Precast concrete driven 
pile foundations for 
low-rise residential, 
commercial and 
industrial buildings

A DURABLE, 
AFFORDABLE 
FOUNDATION 
IN ONE DAY



Versatile technology
Suitable for use on almost every 
type of soil, terrain, and slope. Easy 
to combine with other foundation 
technologies (strip foundation, 
concrete slab). 

Environmentally friendly
Suitable for use in residential areas:
- Low noise level,
- No damage to the soil,
- Easy to use in limited space conditions.

Durability  
The durability of reinforced concrete 
pile foundations exceeds hundred 
years. Each pile can withstand a load 
up to 60 tons (depending on soil type 
and size of a pile).

Fast installation
An average pile driven installation time 
for 600 sq.ft. house foundation is 1-2 
days. You can start your construction 
immediately after the foundation is set.

All season work 
Build a foundation with our equipment 
in any type of weather.

Competitive value for money 
Affordable price compared to 
alternatives.

Wide range of technology use  
Low-rise residential and commercial 
construction, industrial buildings, 
hangars, piers, decking, fences, road 
infrastructure, and more...

TECHNOLOGY 
BENEFITS
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DRIVEN PRECAST CONCRETE PILES
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— Compact size and light weight (10 000 lbs), can be transported by pickup truck trailer

— Pile cross section 6’’ - 12’’. Pile length up to 20 ft.

— Snow and swamp-going vehicle composite tracks, which doǹ t damage surface

— Hydraulic drive for percussive mechanism 

— Intuitive and easy-to-learn control system

STROIMATIC LLC, RUSSIA



Specification STROIMATIC Turbo 1800

Pile driver type Drop-hummer, self-moving, crawler drive

Engine HONDA Engine GX800IRH BXF (18.6 kW 24.9 HP 25.3 PS/3,600 rmp)

Dimensions HxLxW  
(in transport condition) 2040 х 6283 х 2109 mm / 6'-8 x 20'-7 x 6'-11 

Dimensions HxLxW  
(in operating condition) 8565 х 3336 х 2445 mm / 28'-1 x 10'-11 x 8' 

Boom length 6830 mm / 22'-5 

Unit weight 4360 kg / 9,612 lbs

Hammer weight 1500 kg / 3,307 lbs

Impact power (max) 12,3 Kilo-Joules / 9, 072 ft-lbs

Hummer stroke intervals 25 strikes per minute (max)

Cross section of driven piles  from 150x150 mm (6x6") up to 300x300 mm (12x12") 

Piles length max 6 meters / 20'

Winch (pile loading capacity) 2000 kg / 4,409 lbs (top winch) + 900 kg / 1,984 lbs (lower winch)

Quick-adjusting hydraulic connections 
(LSQ) Winch & drilling rig (2 connection point)

Piles positioner Roller, custom settings, manual

Lights, LED Front outriggers (working area) - 2 LED & boom (operating area) - 3 LED

Coating Powder coating (TEKNOS, Finland) & Acrylic enamel (Alcea, Italy)

Colors Yellow & Gray

Speed limits 4 km/h / 2.49 mph

Caterpillars width, mm 300 mm / 12" (metal&rubber coating)

Handling:

Operation control Remote / manual operation (back-up system)

Remote control Hammer basket movmt, hammer movmt, winch, unit motion, outriggers

Нydraulic drive Unit motion, 2 winches

Hydraulic cylinders Hammer basket, hammer, boom, outriggers (4 pcs.)

Manufacturer of origin

Remote control Stroimatic (Russia) 

Winch (pile loading) Russia 

Hose pipe & fittings Gates (USA)

Hydraulic pump Galtech (EU)

Hydraulic motors type (unit motion) M+S Hydraulics ( EU)

Caterpillar Tracks China, Russia

EQUIPMENT CHARACTERISTICS
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WHY DO CUSTOMERS CHOOSE 
PILE FOUNDATION TECHNOLOGY?

Installatin within 1-2 
days

You can proceed 
construction 
immediately after you 
set the foundation

Maximum pile load 
is up to 60 tons 
(depending on soil 
type)

Durability is more than 
100 years

Installatin within 1-2 
days

You can proceed 
construction 
immediately after you 
set the foundation

When installing a 
screw pile, the soil is 
loosened and there is 
a danger of foundation 
settlement

Durability is not 
more than 30 
years. Anticorrosive 
processing is required

Installatin within 5-7 
days

Construction works 
can be started after 
concrete curing 

There are lots of 
concealed works to 
be checked during 
construction

Durability is more than 
100 years

Installatin within 5-7 
days

Construction works 
can be started after 
concrete curing

There are lots of 
concealed works to 
be checked during 
construction

Durability is more than 
100 years

Driven precast 
concrete piles

Bored piles Helical piles Concrete slab 
or strip foundation 



Office in USA

+1 (267) 577-0188
info@buildbasematic.com
buildbasematic.com

HQ in RUSSIA

+7 (921) 130-2551
info@stroimatic.com
stroimatic.com


